Mechanochromic Photonic-Crystal Fibers Based on Continuous Sheets of Aligned Carbon Nanotubes**

Xuemei Sun,* Jing Zhang, Xin Lu, Xin Fang, and Huisheng Peng*

Abstract: A new family of mechanochromic photonic-crystal fibers exhibits tunable structural colors under stretching. This novel mechanochromic fiber is prepared by depositing polymer microspheres onto a continuous aligned-carbon-nanotube sheet that has been wound on an elastic poly(dimethylsiloxane) fiber, followed by further embedding in poly(dimethylsiloxane). The color of the fiber can be tuned by varying the size and the center-to-center distance of the polymer spheres. It further experiences reversible and rapid multicolor changes during the stretch and release processes, for example, between red, green, and blue. Both the high sensitivity and stability were maintained after 1000 deformation cycles. These elastic photonic-crystal fibers were woven into patterns and smart fabrics for various display and sensing applications.

In nature, creatures such as the chameleon and cuttlefish are renowned for their capability to rapidly change the color of their skin in response to the surrounding environment for camouflage to escape or forage, communication, mood indication, and thermoregulation. The chromatic transitions typically arise from the translocation of pigments or a rearrangement of reflective units within a large number of chromatophores. The translation of natural structures and functionalities to artificial chromatic materials and devices has attracted increasing attention owing to a broad spectrum of promising applications, for example, as smart displays or in sensing and actuation. Chromatic transitions in response to light, temperature, chemical species, mechanical deformation, electricity, and magnetic fields have been extensively investigated. However, the conventional film shape of chromatic materials and devices can hardly live up to the requirements for many applications, such as portable and wearable electronics. To this end, the use of fibers may represent a promising strategy as fibers can be woven into lightweight fabrics with another unique advantage, namely good breathability.

Several chromic fibers have been realized based on electrochromic materials. For instance, carbon nanotube/polydiacetylene composite fibers show a color change from blue to red that is due to a change in the conformation of polydiacetylene when an electric current is applied. However, the color change could only be reversed for tens of cycles and only a limited number of colors could be displayed (mainly blue and red). Some efforts were also directed towards incorporating different conjugated polymers into the electrochromic layers. However, to summarize, the above-mentioned thin electrochromic fibers are not stretchable and easily break during use. Furthermore, electrochromism usually needs a certain voltage, which causes various safety problems, particularly considering that these fibers are in contact with our body in many applications. Therefore, our attention has shifted to mechanochromic materials, which can change color under deformations such as bending and stretching. Mechanochromic devices exhibit several advantages over their competitors: They are safe and also convenient for practical applications as such deformations often occur to wearable electric clothes during motion. Although photonic-crystal-based mechanochromic films have been widely explored, mechanochromic fibers have hardly been realized. Recently, some attempts were made to produce one-dimensional mechanochromic materials by rolling up a film composed of two dielectric polymers or by extruding core-shell polymer particles. However, it is difficult to produce a continuous fiber by scrolling a polymer film, and the requirement for hard–soft core–shell polymer nanoparticles during extrusion limits the generalization in preparing desired fiber materials and leads to low color qualities.

Herein, a general and efficient strategy for the preparation of continuous mechanochromic fibers with superior properties is described. The photonic-crystal fiber was made by electrophoretically depositing polymer microspheres, such as polystyrene (PS), onto a continuous sheet of aligned carbon nanotubes (CNTs) that had been wound on an elastic poly(dimethylsiloxane) (PDMS) fiber, followed by further embedding in PDMS. The color of the photonic-crystal fibers, which arise from the assembly of polymer spheres, can be tuned by the size of and the distance between the PS microspheres. In particular, the mechanochromic fiber, with a unique core–sheath structure and an elastic matrix, experiences rapid chromatic transitions during stretch and release processes with a high sensitivity and full reversibility, for example, between the colors red, green, and blue. Both the high sensitivity and stability were maintained even after over

DOI: 10.1002/anie.201412475
The morphology of the 200 nm PS colloidal crystals on the conductive elastic fiber is shown in Figure 1a. The PS microspheres were uniformly deposited with a close-packed structure on the surface and displayed a blue color (Figure 1a, inset). The aligned CNTs beneath the photonic-crystal layer also affected the color of the fiber. As shown in Figure S5, when the thickness of the aligned CNTs was increased from approximately 40 and 100 to about 300 nm, the color of the fiber under otherwise identical conditions became more and more vivid owing to absorption by the CNTs, which act like a black background. Importantly, the reflection spectra were similar because the reflection is mainly due to the PS microspheres. After infiltration with PDMS, the fiber had a uniform and smooth surface where the PS microspheres were embedded completely (Figure 1b). The core–sheath structure of the resulting fiber can be clearly seen in the cross-sectional images obtained with different microscopes. The PS microspheres and the CNT sheets, which formed a layer with a thickness of approximately 15 μm, were sandwiched between the inner PDMS fiber and an outer PDMS layer (Figure S1c–f; see also Figure S6). The high PDMS volume fraction (ca. 98%) leads to a highly sensitive elastic fiber, which will be discussed later. In addition, only a very thin layer of the photonic crystal was required to obtain the desired color.

The diameter of the PS microspheres exerts an influence on the initial colors and reflection peaks of the fiber.
1.59, materials could fully recover their original shapes after strain to be larger than that of a bare PDMS fiber under the same fibers (Figure S9). The stress of the photonic fiber was found reversible. release, the elastic photonic-crystal fiber regained its original a mechanical strain of 30% are shown in Figure 2c–f. After elongation, and decrease in the radial direction. Given that the elongated and shrunk radially; therefore, the lattice constants of the assembly of PS microspheres decrease to 1/nm during the drying process, which was deduced to amount to approximately 4.9% from the experimental results. The defects and the curved surface led to a slight broadening of the peaks in the reflection spectra as compared to the ideal structure. After the fibers had been filled with PDMS elastomer and further sprayed with silicon oil, the reflection peaks shifted to longer wavelengths, that is, from 448 to 493 and 531 nm for the 200 nm PS microspheres, and from 533 to 575 and 646 nm for the 240 nm PS microspheres (Figure S8). These reflection peaks are in line with the color transitions from blue to green and from green to red, which are caused by changes in the matrix and the increase in the center-to-center distance between the PS microspheres. As a result, the colors of the elastic photonic-crystal fibers depend on the size of deposited microspheres. A green and a red fiber, which were derived from 200 and 240 nm PS microspheres, respectively, are shown in Figure 2c and e.

Benefiting from its rubbery matrix, the photonic-crystal fiber has a decent elasticity, which enables the elongation of the fiber to produce color changes. As illustrated in Figure 2a and b, when stretched, the photonic-crystal fiber was axially elongated and shrunk radially; therefore, the lattice constants of the assembled PS microspheres increase in the axial direction and decrease in the radial direction. Given that the fiber color appeared selectively as a result of light diffraction in the radial direction, which complies with Bragg’s rule, the reflection peak was shifted to a shorter wavelength under stretching, implying that the PS microspheres were in contact with each other in the radial direction and that no interval spaces were available for a change in structure. Similar results were obtained for the fiber made from 240 nm PS microspheres. Its reflection peak shifted from 646 to 545 nm with an increase in strain from 0 to 35%, but no changes were observed for a further increase in strain (Figure 3c). The mechanochromic sensitivity, which is defined as Δl/Δε (the change in the reflection peak relative to the percentage elongation), was measured to be approximately 2.8 nm/% on average for the photonic-crystal fiber and thus found to be much higher than that of the photonic-crystal films. The mechanochromic behavior of the elastic photonic-crystal fiber had a remarkable reversibility. As demonstrated in Figure 3d, after the mechanical strain had been removed, the reflection peak of the photonic-crystal fiber returned to its original position. The transition could be repeated for over 1000 cycles with strains between 0 and 15%, indicating that the structure of the elastic photonic-crystal fiber is highly stable.

Upon stretching with a strain ε, the lattice constants of the assembled PS microspheres decrease to 1–εν in the radial direction where ν is the Poison ratio of the fiber. The position of the reflection peak can then be linearly expressed as:

\[ \lambda = 2d_n \sin \left( \frac{\pi a \sin \theta}{\lambda} \right) \]

where \( d_n \) is the lattice constant, \( \lambda \) is the wavelength of the reflection peak, \( a \) is the lattice constant, and \( \theta \) is the angle of incidence. The width of the reflection peak can then be linearly expressed as:

\[ \lambda = \frac{2d_n \sin \left( \frac{\pi a \sin \theta}{\lambda} \right)}{\sqrt{\frac{\pi a \sin \theta}{\lambda}}} \]

The reversibility of the stretch/release deformations was examined for both bare PDMS and elastic photonic-crystal fibers (Figure S9). The stress of the photonic fiber was found to be larger than that of a bare PDMS fiber under the same strain, possibly owing to the presence of the stiff CNTs and PS microspheres. When stretched to a strain of 40%, both fiber materials could fully recover their original shapes after strain release, and the above process could be repeated thousands of times, indicating the high elasticity and stability of the materials. After stretching to 100% or more and subsequent release, the bare PDMS fiber immediately fully recovered its original shape; a slight residual strain of approximately 5% was detected for the photonic-crystal fiber, which, however, still quickly recovered its original shape.

The mechanochromic behavior of the elastic photonic-crystal fiber was then characterized by reflection spectroscopy. The evolution of the reflection spectra of the fiber during the stretching process is displayed in Figure 3a and c. Irrespective of whether the fibers were made from 200 nm or 240 nm PS microspheres, the reflection peaks were shifted to shorter wavelengths, and the reflection intensities gradually decreased. The dependence of the reflection peak on the strain of the fiber made from 200 nm PS microspheres is illustrated in Figure 3b, and the peak was shifted from 531 to 449 nm when the fiber was elongated by 30%. There was no distinctive change in the reflection peak upon further stretching, implying that the PS microspheres were in contact with each other in the radial direction and that no interval spaces were available for a change in structure. Similar results were obtained for the fiber made from 240 nm PS microspheres. Its reflection peak shifted from 646 to 545 nm with an increase in strain from 0 to 35%, but no changes were observed for a further increase in strain (Figure 3c). The mechanochromic sensitivity, which is defined as Δl/Δε (the change in the reflection peak relative to the percentage elongation), was measured to be approximately 2.8 nm/% on average for the photonic-crystal fiber and thus found to be much higher than that of the photonic-crystal films. The mechanochromic behavior of the elastic photonic-crystal fiber had a remarkable reversibility. As demonstrated in Figure 3d, after the mechanical strain had been removed, the reflection peak of the photonic-crystal fiber returned to its original position. The transition could be repeated for over 1000 cycles with strains between 0 and 15%, indicating that the structure of the elastic photonic-crystal fiber is highly stable.

Upon stretching with a strain ε, the lattice constants of the assembled PS microspheres decrease to 1–εν in the radial direction where ν is the Poison ratio of the fiber. The position of the reflection peak can then be linearly expressed as:

\[ \lambda = 2d_n \sin \left( \frac{\pi a \sin \theta}{\lambda} \right) \]

where \( d_n \) is the lattice constant, \( \lambda \) is the wavelength of the reflection peak, \( a \) is the lattice constant, and \( \theta \) is the angle of incidence. The width of the reflection peak can then be linearly expressed as:

\[ \lambda = \frac{2d_n \sin \left( \frac{\pi a \sin \theta}{\lambda} \right)}{\sqrt{\frac{\pi a \sin \theta}{\lambda}}} \]
Mechanochromic performance of the elastic photonic-crystal fiber. a) Reflection spectra of the fiber made from 200 nm PS microspheres under different strains. b) Variation of the peak position with strain in (a). c) Reflection spectra of the fiber made from 240 nm PS microspheres under different strains. d) Evolution of the peak position over 1000 cycles of stretching (15% strain) and releasing. The elastic photonic-crystal fiber was prepared with 200 nm PS microspheres. e–g) SEM images of a colloidal crystal layer on the surface before (e) and after stretching (f) and 50% (g). The fiber was stretched along the horizontal direction.

![Image](image.png)

Figure 3. 

as \( \lambda_r = 2d_{111}\frac{n_{eff}}{l_0} - \lambda_0(1 - \nu_e) \), where \( \lambda_0 \) and \( \lambda_r \) are the reflection peaks of the fiber prior to and under stretching. This equation explains the blue shift of the color under stretching. By fitting the experimental data to this equation, a \( \nu \) value of approximately 0.455 was calculated for a strain of less than 30%, which is much higher than the value reported for a mechanochromic film and close to that of the bare PDMS elastomer (0.5), suggesting that the photonic-crystal fiber was homogeneously stretched like an elastic material.\(^{18,27}\) This conclusion was corroborated by the increase in the axial distance \( l \) and \( l_0 \) (Figure 3e,f). At the same time, the lattice distance in the radial direction of the fiber must decrease until the PS microspheres are in contact with each other, which explains the blue shift of the reflection peaks. At higher strains, for example, at 50% strain, the arrangement of the microspheres changed from hexagons to squares (Figure 3g), similar to the previously reported film.\(^{28,29}\) The decay of the reflection intensity is primarily attributed to the decrease in the optical dielectric contrast between the PS spheres and PDMS under stretching and possibly also to the order loss in the radial direction of the PS colloidal crystal.\(^{28,29}\) After release, the red and blue as the green fibers turned blue, whereas it only displayed a green color on stretching in the horizontal direction because the red fibers turned green. When bilaterally stretched at the same time, the fabric displayed the colors green and blue. As a pH test paper can indicate the acidity and alkalinity in color, the mechanochromic photonic-crystal fiber can visualize the applied strain as a load sensor. As shown in Figure S10, fibers loaded with different weights exhibited different colors. Once a correlation between the weight and the position of the reflection peak of the fiber has been established, it will be a viable approach to visualize the load.

The observed color varied in the radial direction, with the middle section appearing to be brighter than the side as they were not in the same plane owing to the curved fiber surface. This iridescence phenomenon has been intensively studied for highly ordered photonic crystals. To suppress the iridescence effects, two PS microspheres with different diameters were simultaneously deposited onto an aligned CNT sheet to form a disordered structure (Figure S11).\(^{28,29}\) More efforts are underway to achieve bright and saturated colors in mimicking nature.
In conclusion, a new family of multicolored mechanochromic photonic-crystal fibers was synthesized by a fast and facile process. These fibers exhibit brilliant color changes and obvious reflection peak shifts in the visible-light range under mechanical strains from 0 to 30% and maintained very high sensitivity, reversibility, and stability for thousands of cycles owing to the unique core–sheath structure. These elastic photonic-crystal fibers can be woven into smart fabrics with promising applications as fashionable displays and for strain mapping and sensing. A general and effective route for the industrial production of novel photonic-crystal fibers has also been presented.

Received: January 2, 2015
Published online: February 27, 2015

Keywords: carbon nanotubes · fibers · materials science · mechanochromic properties · photonic crystals